
IMPO ürünleri üzerinde de!i#iklik yapma hakk"na sahiptir.
IMPO reserves the right to modify products without a prior notice
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KOMPLE PASLANMAZ POMPA
FABRICATED STAINLESS STEEL PUMPSS 624
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Performans e!rileri kinematik viskozite = 1mm /s ve yo!unluk = 1000 kg / m temel al"narak olu#turulmu#turn r 

Performance curves are based on the kinematic viscosity = 1mm /s and densty = 1000 kg / mn r
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SS 624Performans e!rileri 1 " 18Performance Curves

15

3 350 Hz seçim aral"!": Q= 15 m / sa - 36 m / sa
Standart Klepe ˙"k"#" : 3" $çten Pasolu 11 Di# ( NPT :  Özel istek )
Fan tipi: Semiaksiyel
Dönü# : Saat Yönü Tersi
Ba!lant" : NEMA Standard"na uygun
Mil ˙ap" : 22 mm

$malat ve güvenlik standartlar":
TS 11146:1993 TS EN 809:2000 98/37/EC

TS EN ISO 12100-2:2006TS EN ISO 12100-1:2007

Tarih
01 / 2013
REV. 0

Pompalanan S"v": Kimyasal ve mekanik a#"nd"r"c" olmayan ak"#kan.
$zin verien maksimum kum miktar" = 50 g/m
$zin verilen kat" parçac"k ölçüsü: Max 2mm

Minimum s"v" seviyesi: Emi# süzgecinin alt"ndan itibaren 800 mm.
Maksimum pompa d"# çap" (Kablo muhafazas" ile birlikte): 133 mm

3

Date
01 / 2013
REV. 0

3 3Operating range at 50 Hz: Q= 15 m / h - 36 m / h
Standard Outlet : 3’ Inside Threaded 11 TPI ( NPT : Optional )
Impeller type: Mixed flow
Rotation : CCW
Connection : According to NEMA Standard
Shaft Diameter : 22 mm

Construction and safety standards:
TS 11146:1993 TS EN 809:2000 98/37/EC

TS EN ISO 12100-2:2006TS EN ISO 12100-1:2007

Liquid being pomped: Chemically and mechanically non aggressive.
Maximum allowable solid quantity = 50 g/m
Solid dimension: Max 2mm

Minimum liquid level (NPSH) : 800 mm from bottom of suction grid
Maximum pump (Wet end) diameter -  (Including cable guard): 133 mm
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6"-4" 6"-6" 4" 6" 6"-4" 6"-6" 4" 6"

4" 6" 6"-4" 6"-6" 6"-4" 6"-6"

SS 624/01 0,75 - 0,55 749 - 385 - 364 - 93 - 133 3" 8 - 7 - 15 -

SS 624/02 1,5 - 1,1 885 - 425 - 460 - 93 - 133 3" 10 - 8 - 18 -

SS 624/03 2 - 1,5 988 - 432 - 556 - 93 - 133 3" 11 - 10 - 21 -

SS 624/04 3 - 2,2 1144 - 492 - 652 - 93 - 133 3" 14 - 12 - 26 -

SS 624/05 4 - 3 1329 - 581 - 748 - 93 - 133 3" 19 - 14 - 33 -

SS 624/06 4 - 3 1425 - 581 - 844 - 93 - 133 3" 19 - 16 - 35 -

SS 624/07 5,5 5,5 4 1561 1570 621 630 940 940 93 145 133 3" 21 46 17 19 38 65

SS 624/08 5,5 5,5 4 1657 1666 621 630 1036 1036 93 145 133 3" 21 46 19 21 40 67

SS 624/09 7,5 7,5 5,5 1872 1762 740 630 1132 1132 93 145 133 3" 25 46 21 22 46 68

SS 624/10 7,5 7,5 5,5 1968 1858 740 630 1228 1228 93 145 133 3" 25 46 23 24 48 70

SS 624/11 7,5 7,5 5,5 2064 1954 740 630 1324 1324 93 145 133 3" 25 46 24 25 49 71

SS 624/12 10 10 7,5 2280 2070 860 650 1420 1420 93 145 133 3" 31 48 26 27 57 75

SS 624/13 10 10 7,5 2376 2166 860 650 1516 1516 93 145 133 3" 31 48 28 28 59 76

SS 624/14 10 10 7,5 2472 2262 860 650 1612 1612 93 145 133 3" 31 48 30 30 61 78

SS 624/15 10 10 7,5 2568 2358 860 650 1708 1708 93 145 133 3" 31 48 31 31 62 79

SS 624/16 - 12,5 9,2 - 2494 - 690 - 1804 - 145 133 3" - 50 - 33 - 83

SS 624/17 - 12,5 9,2 - 2590 - 690 - 1900 - 145 133 3" - 50 - 34 - 84

SS 624/18 - 12,5 9,2 - 2686 - 690 - 1996 - 145 133 3" - 50 - 36 - 86
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POMPA T$P$
PUMP TYPE

MOTOR

MOTEUR

ÖL˙ÜLER / DIMENSIONS ( mm )

4"

HP

ł

C

ł

C

m‡/h 0 15 18 21 24 27 30 33 36

l / sec 0,00 4,17 5,00 5,83 6,67 7,50 8,33 9,17 10,00

gpm 0 66 79 92 106 119 132 145 159

SS 624/01 0,75 - 0,55 8 7 7 6 6 5 4 3 2

SS 624/02 1,5 - 1,1 16 14 14 13 12 10 8 6 4

SS 624/03 2 - 1,5 23 21 20 19 17 15 12 9 6

SS 624/04 3 - 2,2 31 28 27 25 23 20 17 12 8

SS 624/05 4 - 3 39 36 34 32 29 25 21 16 11

SS 624/06 4 - 3 47 43 41 38 35 30 25 19 13

SS 624/07 5,5 5,5 4 55 50 47 45 41 35 29 22 15

SS 624/08 5,5 5,5 4 62 57 54 51 46 40 33 25 17

SS 624/09 7,5 7,5 5,5 70 64 61 57 52 46 37 28 19

SS 624/10 7,5 7,5 5,5 78 71 68 64 58 51 41 31 21

SS 624/11 7,5 7,5 5,5 86 78 74 70 64 56 46 34 23

SS 624/12 10 10 7,5 94 85 81 76 70 61 50 37 25

SS 624/13 10 10 7,5 101 92 88 83 75 66 54 41 27

SS 624/14 10 10 7,5 109 99 95 89 81 71 58 44 30

SS 624/15 10 10 7,5 117 107 101 95 87 76 62 47 32

SS 624/16 - 12,5 9,2 125 114 108 102 93 81 66 50 34

SS 624/17 - 12,5 9,2 133 121 115 108 99 86 70 53 36

SS 624/18 - 12,5 9,2 140 128 122 114 104 91 75 56 38
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POMPA T$P$
PUMP TYPE

MOTOR

MOTEUR

4"

HP

6"

HP
kW

(m /h)3

(GPM)
Hm (m) TDH(Feet)
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66
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20 66

40 131

60 197

80 262

100 328

120 394

03

04

05

06

07

08

01

02

09

10

11
12

13
14

15
16

17

Basma Yüksekli!i
Manometric Head

50
Hz
E!rilerin tolerans" EN ISO 9906 Ek A ya uygundur.
Tolerance of curves according EN 9906 Appendix A
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Q     ( Debi - Flow Rate )
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HP / Kademe - Stage
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(l/sec)

(l /min)

4,2 4,7 5,3 5,8 6,4 6,9 7,5 8,1 8,6 9,2

45

53

61

69

77
hp

( % )

Pompa Verimi
Pump Efficiency

250 283 317 350 383 417 450 483 517 550








